Science On a Sphere®

Upgrade Instructions for Ubuntu
16.04 & SOS 5.1.0+
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Overview of the upgrade process

Below is an overview of how we recommend upgrading your SOS computers. We will refer to your
primary SOS machine as “SOS1” and your secondary (backup) SOS machine as “S0S2”, though they
may be named differently at your site. These machines should be networked with each other. If you
do not have an SOS2 machine, please contact SOS support (sos.gsd@noaa.gov) for alternative
instructions for your software update. Questions regarding the installation process should be directed
to SOS support (sos.gsd@noaa.gov) after reading this document.
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Manually backup any files that you would like to keep that are on SOS2 and aren’t on SOS1.
Record system configuration on SOS2.

Create the Ubuntu 16.04 installation disk.

Wipe SOS2 and do a fresh installation of Ubuntu 16.04 LTS.

Configure SOS2 for an SOS Installation. (Format the second hard drive, restore network
settings & install the nvidia driver)

Install SOS 5.1.0 on SOS2.

Start an Automated Transfer of SOS data and user files from SOS1 to SOS2.

Manually copy the files you saved in Step 1 back to SOS2.

Update your iPad App.

10. Switch to using SOS2 as your primary computer.
11. Thoroughly test your SOS system.
12. Once you are confident SOS2 is operating correctly, repeat these procedures with SOS1.
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1. Backup your data

Manually copy any files on SOS2 you wish to preserve that are not duplicated on SOS1. We suggest
copying them to a directory on SOS1, but these could go onto external media such as a flash drive.
There is a script we will use later to restore some files from SOS1. The files/directories mentioned

below do not need to be backed up:

File/Directory that will be synced

Purpose

/shared/sos/media/

Directory containing the media tree - including
site-custom

/shared/sos/rt/

Directory containing real time data sets

/shared/sos/site-config/

Directory containing alignment data and SOS
key

/shared/sos/etc/AnnotationIcons/

Directory containing any custom annotation
icons

/shared/sos/kiosk/

Directory containing kiosk configuration files

/shared/sos/locale/

Directory containing translations

/etc/X11l/xorg-projectors-twinview.c
onf

File containing the nvidia driver configuration. It
is synced to
/etc/X11/projectors/xorg-projectors-twinview.conf
.hostname

/home/sos/auto_align colors.yaml

File containing auto alignment color definitions -
most sites won’t have this

/home/sos/sosrc/

Directory containing the sos user’s presentation
playlists

/home/sos/sos_stream control.config

The config file for SOS

/home/sosdemo/sosrc/

Directory containing the sosdemo user’s
presentation playlists
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2. Record SOS2’s settings

1. Record your network configuration. (IP address, subnet mask and gateway) To do so:

a. In the menu bar along the top of the screen, click on the network settings icon (the
double arrows)

b. Inthe dropdown, select “Connection Information”.

c. For each tab, record the “IP Address”, “Subnet Mask” and “Default Route” fields. We
will use these later.

2. Record which projector config file you're using on SOS1 (NOTE - we want to know what’s
being used on SOS1 as that's the machine that is in primary use)

a. runthe command: 1s -1 /etc/X11l/xorg-projectors-twinview.conf ina
terminal on SOS1 and record the line that is returned. We’re particularly interested in
the “xorg-2pc-****-****x****_projector-***.conf’ part. The fields covered by asterisks will
vary from site to site. They usually denote graphics card type, resolution (1920x1200 is
common) and whether you're using an analog or digital signal. (CRT vs DFP)

3. If you've modified your crontab, please back that up. Logging in as user sos and running:
crontab -1 > ~/Desktop/sos2 crontab.backup
in a terminal (that's a lower-case L after “crontab) will create a file on your desktop that you can
save to your backup directory on SOS1 or to a flash drive.

4. Backup your keyfile to a directory on SOS1 or to a flash drive. The keyfile is located at
/shared/sos/site-config/soskey.bin. This is done in case the keyfiles on SOS1 and SOS2 differ.

5. Record your nvidia driver by writing down the result of running the following command in the
terminal: dpkg -1 | grep ‘nvidia-[0-91\{3\}’ . You will most likely see a few results.
Record the result that looks like “nvidia-XXX” where XXX is something like “340” or “360”. We
will use this information later in Step 5, part 3.

3. Create the Ubuntu 16.04 installation disk

The currently supported operating system for Science On a Sphere® is Ubuntu 16.04 Desktop and can
be obtained here: http://releases.ubuntu.com/16.04/

It is necessary to download the 64-bit version from the link labelled “64-bit PC (AMD64) desktop
image” and NOT the 32-bit version. Included on the Ubuntu site and linked below are instructions on
how to burn the Ubuntu image to a DVD or USB Drive. Ubuntu installation media are known as
“liveDVD’s” or “liveUSB’s”.

How to create a liveUSB:
http://www.ubuntu.com/download/desktop/create-a-usb-stick-on-ubuntu
http://www.ubuntu.com/download/desktop/create-a-usb-stick-on-windows
http://www.ubuntu.com/download/desktop/create-a-usb-stick-on-mac-osx
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How to create a liveDVD:
http://www.ubuntu.com/download/desktop/burn-a-dvd-on-ubuntu
http://www.ubuntu.com/download/desktop/burn-a-dvd-on-windows

4. Wipe SOS2 and do a fresh installation of Ubuntu
16.04

Insert the Ubuntu 16.04 installation disk (a liveDVD or liveUSB) and restart up the computer. You may
need to press F12 to get the Boot Menu to appear and select to boot from the DVD or Flash Drive.
The installation disk will automatically be started and you will see an Ubuntu loading screen for a few
minutes. You will then see the below screens. For more information on what each screen means, you
can look here: https://help.ubuntu.com/community/Graphicallnstall

1. Select “Install Ubuntu”

-~

Install (as superuser)

Welcome

Espaniol
Esperanto
Euskara
Francais
Gaeilge
Galego
Hrvatski

islenska —

Italiano

Kurdi Try Ubuntu Install Ubuntu
Latviski

Lietuviskai
Magyar You can try Ubuntu without making any changes to your computer, directly from this CD.

ey uncs = Or if you're ready, you can install Ubuntu alongside (or instead of) your current operating system. This
Norsk bokmal shouldn't take too long.

MNorsk nynorsk

Palski

Dinrkaaaie You may wish to read the release notes.

2. If you are connected to the internet, select “Download updates while installing Ubuntu”. If the option
is greyed out don’t worry about it. Please DON'T select the “Install third-party software...” option.
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-~

Install (as superuser)

Preparing to install Ubuntu

Download updakes while installing Ubunktu

This saves time after installation.

Install third-party software For graphics and Wi-Fi hardware, Flash, MP3 and other media
This software is subject to license terms included with its documentation. Some is proprietary.

Fluendo MP3 plugin includes MPEG Layer-3 audio decoding technology licensed From Fraunhofer 1S and Technicolor SA.

Continue

3. Select “Erase disk and install Ubuntu.” Note - this screen may vary depending on your system.
Regardless, you will always want the “Erase disk and install Ubuntu” option.

-~

Install (as superuser)

Installation type

This computer currently has no detected operating systems. What would you like to de?

© Erasedisk and install Ubunku
warning: This will delete all your programs, documents, photos, music, and any other files in all operating systems.

Encrypt the new Ubuntu installation for security
You will choose a security key in the next step.

Use LWVM with the new Ubuntu installation
This will set up Logical Volume Management. It allows taking snapshots and easier partition resizing.

Something else
ou can create or resize partitions yourself, or choose multiple partitions for Ubuntu.

Install Mow
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4. A pop-up will appear. Select continue.

Installation type

This computer currently has no detected operating systems. What would you like to do?

© Erasedisk and install Ubuntu
Warning: This will delete all your programs, documents, photos, music, and any other files in all sperating systems.

™ Write the changes to disks?

If you continue, the changes listed below will be written to the disks. Otherwise, you will be able to make Further changes manually.

The partition tables of the Following devices are changed:
SCSI3(0,0,0) (sda)

The following partitions are going to be formatted:
partition #1 of SCSI3 (0,0,0) (sda) as ext4
partition #5 of SCSI3 (0,0,0) (sda) as swap

Go Back Continue

5. You can select appropriate options and click continue through the next two screens. (Timezone &
Keyboard configuration).

6. You will then encounter the next screen. The SOS software requires that you set the “Your name”
and “Pick a username” fields to “sos” like in the below image. You can choose any hostname you like
as long as it ends in a “2” (for the backup computer) or a “1” (for the primary computer). Since we’re
currently installing the backup computer we recommend entering “sos2”.

This step will be creating the “sos” user account with administrative privileges. Our default admin

password is “sos!”. You can choose whatever you'd like for the password. However, if it differs from
the default, you will need to provide it to SOS Support in some support situations.
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Install (as superuser)

Who are you?

Your name: | sos

Your computer's name: | sps2 o

The name it uses when it talks to other computers.

Pick a username: | sos v

Choose a password: @088 Short password

Confirm your password: | 9@@® L

Log in automatically
© Require my password to log in
Encrypt my home folder

Continue

Once the installation is complete, hit the “Restart Now” button. Then, eject/remove the installation
when the computer tells you to, and then hit Enter. The computer will reboot into your new Ubuntu
system!
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5. Configure SOS2 for an SOS installation

1. Format the second hard drive

a. Type “Disks” in the launcher search bar. Click on the icon that appears and you will see

the below screen appear. Select the largest hard disk. For most sites this will be the
“1.0 TB Hard Disk”

1.0 TB Hard Disk — fdev/sdb

EA érszos UG[?M?{?{ﬂ ED' ﬂ:‘ odel ST1000DMO003-1CH162 (CC47)
. 1.0 TB Hard Disk

Size 1.0TB (1,000,204,886,016 bytes)
ST1000DMO03-1CH162

. Partitioning Master Boot Record
, CD/DVD Drive =
—_ HL-DT-ST DVD+-RW GT8ON Ser =r S1DDYECV

Drive ¢ Diskis OK(34°C/93°F)

L

= SanDisk Extreme

Volumes

Free Space
1B ME

Size 1.0 TB— 615 GB free (38.5% Full)
e [dev/sdb1
e HPFS/NTFS

nts ExE4 (version 1.0) — Mounted at /shared
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b. Click on the small gear icon and then select “Format Partition...” from the drop-down. A
screen may pop up asking for confirmation. If it does, click “yes”

1.3 TH Heerd Dick = fdovy' sz

ERNER N Dy STALOR0M0OT-10H 183 H0CET)
1,5 TH Hard Ok LATH (5,000, 204 480,076 bytes)
CTVBIICRAN- 1O 832

Manif oy Bool Becord

COUDVD Drrer
SLADTAT O GTREH SIDEREDY

§| Drive i o A P R
1 B A Ciskio OR {38 C T F)
s 1

c. A pop-up will appear similar to the below screenshot. Make sure that the “Erase” field
has “Don’t overwrite existing data (quick)” and the “Type” field has “Compatible with
Linux systems (ext4)” selected and then enter “SHARED” (all caps) in the “Name” field
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and click “Format”. You will need to enter the sos user’s password.

B3 gfz‘;gt?mﬁgg_‘: E?D'ﬂ‘l ST1000DM003-1CH162 (CC47)
) 1.0TB Hard Disk Size 1.0TB (1,000,204,886,016 bytes)
e ST1000DMO03-1CH162

-, CD/DVD Drive
/ HL-DT-ST DVD+-RW GT80N erial Number S1DD9ECV

{t Drive A g a o
é Ak Assess - Diskis OK(34°C/93°F)

Master Boot Record

Volumes

Format Volume

Free Space
1BME

Don't overwrite existing data (Quick)

Compatible with Linux systems (Ext4) -

¢ [ SHARED| |

Cancel Format... | |d

d. Once that finishes, close the program. (Please don’t mount the drive - the installation
script will take care of it.)
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2. Setup networking

a. Click on the network settings (double arrow or wifi icon) in the menu bar and select
“Edit Connections...”

ty B) o) s36PM 3%

Wired connection 1
Disconnect

VPN Connections
v Enable Networking

Connection Information

Edit Connections...

b. Enter the network information you recorded in Step 2: Record SOS2’s Settings.
i. For the connection information you recorded in Step 2, select the “Wired
connection” and click Edit. If you had multiple connections you may need to click
“Add”.

Metwork Connecktions

Name

~ Ethernet
Wired connection 1

13

Last Updated: October 31, 2016



ii. In the window that appears select the “IPv4 Settings” tab and select “Manual” for
the Method field.

Editing Wired connection 1

Connection name: | Wired connection 1

General Ethernet B802.1x Security DCB | IPv4 Settings | IPv6 Settings

Method: | Manual

Addresses

Address Gateway

DNS servers:

Search domains:

YnLF clien

[ Require IPv4 addressing for this connection to complete

iii. Click “Add” and then enter your information in the 3 boxes in the “Addresses”
field. “IP Address” from step 2 correlates to “Address”. “Subnet Mask” from step
2 correlates to “Netmask” and “Default Route” from step 2 correlates to
“‘Gateway”. In the “DNS servers” field enter “8.8.8.8, 8.8.4.4”. (Google’s public
DNS servers) Once you're done adding information, click save. The below
image has the default settings for most SOS sites SOS1 system. If you're
working on SOS2, the default IP address will most likely be “10.1.1.32”.
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Editing Wired connection 1

Connection name: | Wired connection 1

General Ethernet 802.1x Security DCB IPv45Settings  IPv6 Settings

Method: | Manual

Addresses

Address MNetmask Gateway Add

255.255.255.0 Delete

DNS servers: 8.8.8.8, 8.8.4.4|

Search domains: |
DHCP client ID:
(] Require IPv4 addressing for this connection to complete

Routes...

Cancel

3. Install Ubuntu System Updates
a. You can either open the Ubuntu “Software Updater” program and click “Install Now”.

Or:
b. Open a terminal and enter the below commands one at a time, pressing enter between

each command:
i. sudo apt update
ii. sudo apt upgrade

4. Install the NVIDIA Driver

a. Retrieve the NVIDIA driver information you recorded in Step 2, part 5. The driver you
had previously installed should be similar to nvidia-XXX. (e.g. “nvidia-340")
b. Type the below command, replacing the <driver version> text below with the
driver you previously had installed, and press enter:
i. sudo apt-get -y install <driver version>
ii. If you had “nvidia-340” as your driver you would enter something like this:
sudo apt-get -y install nvidia-340
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6. Install the SOS software

The installation of SOS is probably the easiest part of the install because almost everything is taken
care of by our setup script. In a Terminal window enter the following:

wget http://sos.noaa.gov/ubuntu/sos installer.run

chmod +x sos _installer.run
And then launch the installer by entering:

sh sos installer.run

Eventually, a menu will pop up asking you whether you're using a one or two graphics cards to run
your projectors (the graphics card running your monitor doesn’t count) and to select a projector. Most
new installations will be running digital cables (DVI) to their projectors and will have one graphics card.

If you are using a DVI cable, select an option from the “For projectors connected via DVI” column. If
you are still using analog cables (VGA or UXGA) with your projectors, select an option from the “For
projectors connected via VGA” column. You should choose the option that resembles the projector
configuration file you recorded from Step 2 “Record SOS2’s Settings”. (***-***x***-projector-***)

If you aren’t sure which option to select, don’t select the Quit button. Choose a random option and
continue - you can configure the nvidia cards later.

After that the installation should run by itself. A log file located at ~/soslogs/install.log, is created that
will contain any errors. If your system is not installed properly, please send the install.log file and a
description of the problem to SOS Support.

Barring any errors, the install script will prompt you to reboot which should bring your new SOS
machine up and running.

To save time during the installation, the script only downloads the basic datasets. We will pull in the
rest of the data in the next step.

7. Start an automated transfer of SOS data and user
files from SOS1 to SOS2

SOS 5.1.0 provides a script to re-populate SOS2 with files from SOS1 (and vice-versa). You can start
the transfer by entering the below in a terminal:
e sudo /shared/sos/bin/sync-sos-files.sh
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You will want to make sure you can ssh between sos1 and sos2 freely. To do so, log in as user sos,
open a terminal and do: ssh sos1. You may need to type “yes” and press enter to ssh freely
between the two systems. You will need to do the same thing for the sosdemo user. If anything
doesn’t work as expected here, please feel free to reach out to the SOS support team.

The above sync may take a while to complete based on how large your media tree is. As a reminder, it
will pull the directories and files in the table below from the other SOS computer: (For example, if
you’re on SOS2, it will pull files from SOS1. If you're on SOS1 it will pull files from SOS2.)

File/Directory that will be synced

Purpose

/shared/sos/media/

Directory containing the media tree - including
site-custom

/shared/sos/rt/

Directory containing real time data sets

/shared/sos/site-config/

Directory containing alignment data and SOS
key

/shared/sos/etc/AnnotationIcons/

Directory containing any custom annotation
icons

/shared/sos/kiosk/

Directory containing kiosk configuration files

/shared/sos/locale/

Directory containing translations

/etc/X11l/xorg-projectors-twinview.c
onf

File containing the nvidia driver configuration. It
is synced to
letc/X11/projectors/xorg-projectors-twinview.conf
.hostname

/home/sos/auto _align colors.yaml

File containing auto alignment color definitions -
most sites won’t have this

/home/sos/sosrc/

Directory containing the sos user’s presentation
playlists

/home/sos/sos_stream control.config

The config file for SOS

/home/sosdemo/sosrc/

Directory containing the sosdemo user’s
presentation playlists
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8. Manually copy the files you saved in step 1 & 2 back
to SOS2

Put any files/data you saved in Step 1 back to the exact folder where they originally were on your new
SO8S2 installation.

If you backed your crontab up you can restore it by moving the file from Step 2 into the sos user’s
home directory and doing:
e crontab ~/sos2_crontab.backup

If you are getting an error message when you try to run SOS that mentions a keyfile is not found, try
copying the keyfile that was backed up in Step 2 from wherever you stored it to:

e /shared/sos/site-config/soskey.bin
If that doesn’t work, reach out to SOS Support and we can lend a hand.

9. Update your iPad app

Update your iPad’s “SOS Remote” App to version 5.1.0 from the Apple Store. If your iPad is iOS
version 9.1 or earlier you will need to update to the latest iOS version as well.

10. Switch to using SOS2 as your primary computer

You will need to switch the projectors from SOS1 to the graphics cards on SOS2. Depending on your
site you may be able to switch this via a KVM. Otherwise you will need to unplug the projector cables
from SOS1 and plug them into the corresponding port on SOS2.

11. Thoroughly test your SOS system

Make sure that everything is operating the way you would like it to be. There shouldn’t be any
differences from SOS1. There should be no missing content or differences in your SOS configuration.

Do not proceed with installing SOS1 until you are sure that SOS2 is working as expected with
your SOS System!

If anything is not like it was on SOS1, let SOS Support know and we can help you fix it.
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12. Once you are confident SOS2 is operating correctly,
repeat these procedures with SOS1

Once you're confident SOS1 is working correctly, you're good to go!
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